
Technical data sheet

Lift&Drive 175P



Data 175P
Min turning radius* (mm) Ø1128
Net weight (kg) 87
Maximum load including tool (kg) 175
Max li�ing speed empty/full
(m/min)

5,3 / 7,6

Max lowering speed empty/full
(m/min)

6,5 / 5,4

Safety CE
* Central pivotal point calculated as center point between the diagonal swivel
wheel pair
** The charger is c UL listed

Technical data

Ba�ery Sealed, valve regulated, lead-acid
ba�eries (VRLA)

Nominal ba�ery voltage 24V DC (12V x 2)
Ba�ery capacity 17 Ah
Nominal charge voltage 27.6V stand-by. 29V max voltage.
Nominal charge current 1350 mA - 2400 mA
Available plugs with
charger**

Plug Type A – North America
Plug Type C – Europe
Plug Type G – UK
Plug Type I – AU / NZ

Ba�eries

Load capacity

Li�ing speed

* Base model always as standard 1742 mmmast, 990 mm length legs, 476 mm cross member and standard size wheels and pla�orm. Devia�ng
configura�on specified on model in table.

Model * A B C D E F G H I R1 R2
175P (mm)

1994 990 575 457 1423 197 142 553 600 Ø177 Ø252

175P, low wheels (mm)
1942 990 575 457 1371 145 90 553 600 Ø125 Ø187

175P, low wheels , server
pla�orm extra low (mm) 1942 990 575 457 1470 95 90 800 590 Ø125 Ø187
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Disclaimer. We reserve the right to make
changes. Illustrations, drawings and data are
not always in accordance with the latest
version or standard model in production.
The models in the pictures may present
special equipment or colours.

Smart moves
For safe work


