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Lift&Drive 225P

Technical data sheet




Dimensions

225 kg
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Model * A B C D E F G H | R1 R2
225P (mm)

1994 | 989 | 575 | 457 | 1683 | 308 | 144 | 553 | 600 | @177 | @252
225P, low wheels (mm)

1942 | 989 | 575 | 457 | 1371 | 145 90 553 | 600 | @125 | @187
225P, low wheels , PHSwest
server platform (mm) 1942 | 989 | 575 | 457 | 1327 | 101 90 486 | 607 | @125 | @187
225P, telescope, low wheels,
PHSwest server platform (mm) 3180 | 1156 | 630 | 500 | 2729 | 101 90 486 | 607 | @125 | @187

* Base model always as standard 1742 mm mast, 990 mm length legs, 476 mm cross member and standard size wheels and platform. Deviating

configuration specified on model in tab

le.
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Technical data

Data 225P 225P telescope low wheels
Min turning radius* (mm) ©1128 ?1098
Net weight (kg) 87 140
Maximum load including

225k 160k
tool (kg) g &
Max lifting speed 41 /3,1 First st.col. 4,1/ 3,1
empty/full Second st. col. 5,3/7,6
(m/min)
Max lowering speed 4/4 Firstst.col. 4/ 4
empty/full (m/min) Second st. col.6,5/5,4
Safety CE CE
Batteries
Battery Sealed, valve regulated, lead-acid

batteries (VRLA)

Nominal battery voltage

24V DC(12V x 2)

Battery capacity

17 Ah

Nominal charge voltage

27.6V stand-by. 29V max voltage.

Nominal charge current

1350 mA - 2400 mA

Available plugs with
charger**

Plug Type A — North America
Plug Type C — Europe

Plug Type G — UK

Plug Type | — AU / NZ

* Central pivotal point calculated as center point between the diagonal swivel wheel pair

** The charger is c UL listed
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Load capacity

250

225

Max load for column 225P (part 19152-HD or similar)

200

175

150

125

Load (kg)

75

50

Center

Off center 100mm
Off center 200mm
= Off center 300mm

= Off center 400mm
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Smart moves
For safe work

Disclaimer. We reserve the right to make
changes. lllustrations, drawings and data are
not always in accordance with the latest
version or standard model in production.
The models in the pictures may present
special equipment or colours.

PRONOMIC AB
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sales@pronomic.com | pronomic.com
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